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T E C H N I C A L   D A T A   S H E E T

ALab™ C960T Chemical Resistant Diaphragm Pump
Chemical Resistant Diaphragm Pump · 3.6 m³/h (60 l/min) · <2 mbar abs. · triple stage

ALab™ C960T Chemical Resistant Diaphragm Pump
The ALab™ C960T Chemical Resistant Diaphragm Pump. Image shown for reference.
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Product Overview

The ALab™ C960T is a chemical resistant diaphragm pump with a triple stage pump head; all wetted parts are made of chemical  
resistant materials.

Flow rate 3.6 m³/h (60 l/min) at atmospheric pressure; ultimate vacuum <2 mbar abs.; maximum power 370W; motor speed  
1425rpm; noise 50 dB; weight 21.5kg.
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Core Advantages

—  Flow rate — 3.6 m³/h —  Vacuum — <2 mbar abs.

—  Pump head — triple stage —  Noise — 50 dB

—  Wetted parts — chemical resistant —  Protection — overheat
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Specifications

Technical data — C960T

Specifications

Brand ALab™ by ACS Material

Model C960T

SKU # ALC96T00

Flow rate [m³/h] at atm. pressure 3.6

Flow rate [l/min] at atm. pressure 60

Ultimate vacuum [mbar abs.] <2

Max. power P [W] 370

Motor speed [rpm] 1425

Pump head Triple stage

Hose connections 10mm

Noise [dB] 50

Dimensions W×D×H [mm] 440×270×240

Weight [kg] 21.5

Power supply 220V/50Hz
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Applications

Chemical resistant vacuum pumping; vacuum controlled by a manual valve or a vacuum controller.

Product value: chemical resistant wetted parts, fast pumping speed, low noise, overheat protection and easy maintenance.
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D I S C L A I M E R

ALab™ is a trademark of ACS Material, LLC. ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and  
represents the best and most current information available to us. ACS Material makes no representations or warranties, either express or 
implied, regarding the suitability of the equipment for any application or the accuracy of the information contained within this document.  
Specifications are typical and may vary; confirm product details and application suitability at the time of quotation. Accordingly, ACS 
Material will not be responsible for damages resulting from use of or reliance upon this information.


