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T E C H N I C A L   D A T A   S H E E T

ALab™ DL-SUB01 Horizontal Electrophoresis Tank
Horizontal Electrophoresis Tank · gel size 60×75mm · buffer volume 300mL

ALab™ DL-SUB01 Horizontal Electrophoresis Tank
The ALab™ DL-SUB01. Image shown for reference.
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Product Overview

The ALab™ DL-SUB01 is a horizontal electrophoresis tank suitable for rapid separation, identification, preparation of DNA, and 
determination of its molecular weight. It is made by polycarbonate injection molding (no leakage).

Gel size 60×75mm (W×L); sample comb 1.0/1.5mm 6/11 wells; buffer volume 300mL. Heat dissipation holes on the upper cover,  
detachable electrodes and a 99.99% high-purity platinum electrode.
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Core Advantages

—  Type — horizontal tank —  Gel size — 60×75mm (W×L)

—  Buffer — 300mL —  Combs — 1.0/1.5mm, 6/11 wells

—  Electrodes — detachable —  Electrode — 99.99% platinum
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Specifications

Technical data — DL-SUB01

Specifications

Brand ALab™ by ACS Material

Model DL-SUB01

SKU # ALDLS100

Product Type Horizontal electrophoresis tank

Gel size (W×L) 60×75mm

Sample comb 1.0/1.5mm 6/11wells

Buffer volume 300mL
 

Standard configuration — DL-SUB01

Standard configuration
Name Unit Quantity
Lid with cables set 1
Body tank with electrodes set 1
Gel box pc 1
Gel tray pc 1
1.0mm thickness 6 wells comb pc 2
1.0mm thickness 11 wells comb pc 2
1.5mm thickness 6 wells comb pc 2
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Applications

Rapid separation, identification and preparation of DNA, and determination of its molecular weight.

Product  value:  polycarbonate injection molding,  heat dissipation holes  on the upper cover,  a  dedicated telescopic  elastic gel 
maker, a limit function against reversed electrodes, detachable electrodes and a 99.99% high-purity platinum electrode.
Revision Date: 10/17/2026

 

D I S C L A I M E R

ALab™ is a trademark of ACS Material, LLC. ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and  
represents the best and most current information available to us. ACS Material makes no representations or warranties, either express or 
implied, regarding the suitability of the equipment for any application or the accuracy of the information contained within this document.  
Specifications are typical and may vary; confirm product details and application suitability at the time of quotation. Accordingly, ACS 
Material will not be responsible for damages resulting from use of or reliance upon this information.


