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T E C H N I C A L   D A T A   S H E E T

ALab™ H100-Pro Dry Bath
Digital Dry Bath · TFT display · Setting: 0–100°C · ±0.5°C uniformity at 37°C

ALab™ H100-Pro Dry Bath
The ALab™ H100-Pro dry bath. Image shown for reference.
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Product Overview

The ALab™ H100-Pro is a dry bath that is digitally accurate with exceptional temperature uniformity, with a customizable user 
setting program of up to 6 sequential steps, an inbuilt temperature calibration function and magnetic heat block mounting.

Temperature range room temp+5 to 100°C, setting range 0–100°C; control accuracy ±0.5°C and uniformity ±0.5°C at 37°C; TFT  
display, time setting range 0min-99h59min, 200 W.
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Core Advantages

—  Range — room temp+5 to 100°C —  Setting — 0 to 100°C

—  Uniformity — ±0.5°C @ 37°C —  Display — TFT

—  Programs — up to 6 steps —  Blocks — 11 listed items
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Specifications

Technical data — H100-Pro

Specifications

Brand ALab™ by ACS Material

Model H100-Pro

SKU # ALH10O00

Temperature range [°C] Room temp+5 to 100

Temperature setting range [°C] 0–100

Temperature control accuracy [°C] ±0.5

Temperature uniformity @ 37°C 
[°C]

±0.5

Power [W] 200

Time setting range 0min-99h59min

External sensor —

Display TFT

Voltage, frequency 110/220V, 50/60HZ

External dimension [W×D×H] 200×235×120

Weight [kg] 7.3

Operating temperature [°C] 10–40

Operating humidity [% RH] <80
 

Heating blocks — H100-Pro / HC110-Pro / HCM100-Pro / HM100-Pro

Heating blocks
Capacity Magnetic Mechanical fixation Diameter×depth
24×0.5mL 18900401 18900344 8.1×26mm
24×1.5mL 18900402 18900343 10.9×30.8mm
24×2mL 18900403 18900345 10.9×30.8mm
8×5mL round bottom 18900404 18900637 13.6×42mm
8×5mL cone bottom 18900405 18900638 17×51.5mm
24×1.5mL Chromatography Vial 18900874 — 12×20.5mm
8×15mL 18900406 18900241 16.9×106mm
4×50mL 18900407 18900242 29.6×102mm
12×0.2mL PCR 8-tube strip or 0.2mL 96 PCR 
Microplate

18900420 18900349 5.7×13.2mm

ELISA microplate 18900423 18900350 127×85mm
Deep well Plate 18900746 — 127×85×42mm
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Applications

Suitable for clinical laboratories, for sample preparation, Enzyme-substrate reactions, biochemistry tests, serum coagulation tests 
and many other.

Product value: a dry bath with accurate, uniform temperature control, a TFT display, programs with up to 6 sequential steps,  
inbuilt temperature calibration, tool-free magnetic heat block mounting and interchangeable sample blocks with a lid.
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D I S C L A I M E R

ALab™ is a trademark of ACS Material, LLC. ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and  
represents the best and most current information available to us. ACS Material makes no representations or warranties, either express or 
implied, regarding the suitability of the equipment for any application or the accuracy of the information contained within this document.  
Specifications are typical and may vary; confirm product details and application suitability at the time of quotation. Accordingly, ACS 
Material will not be responsible for damages resulting from use of or reliance upon this information.


