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T E C H N I C A L   D A T A   S H E E T

ALab™ QPette+ Transparent Manual Adjustable Pipette
Transparent body · one-hand volume adjustment · ISO 8655 · 0.1–10000 μL

ALab™ QPette+ Transparent Manual Adjustable Pipette
The ALab™ QPette+ transparent manual adjustable pipette. Image shown for reference.
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Product Overview

The ALab™ QPette+ is a transparent manual adjustable pipette with an ergonomic design, a large clear numeric volume window 
and one-hand volume adjustment.

Each pipette complies with ISO 8655 accuracy requirements and is supplied with calibration tools.
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Core Advantages

—  Transparent Body — high-visibility look —  Ergonomic — comfortable grip, less hand fatigue

—  Volume Display — large, clear numeric window —  Adjustment — one-handed, tactile feedback

—  Maintenance — quick disassembly, reassembly —  Calibration — supplied with calibration tools
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Specifications

Technical data — single-channel adjustable

Specifications

Brand ALab™ by ACS Material

Model QPette+

SKU # ALQPEP00

Product Type Transparent Manual Adjustable Pipette

Calibration Each pipette complies with ISO 8655 accuracy requirements; supplied with calibration tools
 

Volume range and accuracy — single-channel adjustable
Single-channel Adjustable Volume Pipettes
Volume range 
(μL) Increment (μL) Test volume (μL) Systematic error 

(μL) Systematic error (%) Random error (μL) Random error (%)

0.1–2.5 0.05
2.5

1.25
0.25

±0.0625
±0.0375

±0.03

±2.50
±3.00

±12.00

±0.05
±0.0375
±0.015

±2.00
±3.00
±6.00

0.5–10 0.1
10
5
1

±0.1
±0.075
±0.025

±1.00
±1.50
±2.50

±0.08
±0.075
±0.015

±0.80
±1.50
±1.50

2–20 0.5
20
10
2

±0.18
±0.12
±0.06

±0.90
±1.20
±3.00

±0.08
±0.1

±0.04

±0.04
±1.00
±2.00

5–50 0.5
50
25
5

±0.3
±0.225

±0.1

±0.60
±0.90
±2.00

±0.15
±0.15
±0.1

±0.30
±0.60
±2.00

10–100 1
100
50
10

±0.8
±0.5
±0.3

±0.80
±1.00
±3.00

±0.15
±0.2

±0.15

±0.15
±0.40
±1.50

20–200 1
200
100
20

±1.2
±0.8
±0.6

±0.60
±0.80
±3.00

±0.3
±0.3
±0.2

±0.15
±0.30
±1.00

100–1000 5
1000
500
100

±6
±3.5
±2

±0.60
±0.70
±2.00

±2
±1.25
±0.7

±0.20
±0.25
±0.70

500–5000 50
5000
2500
500

±25
±15
±3.5

±0.50
±0.60
±0.70

±7.5
±7.5
±1.5

±0.15
±0.30
±0.30

1000–10000 100
10000
5000
1000

±60
±60
±30

±0.60
±1.20
±3.00

±20
±15
±6

±0.20
±0.30
±0.60

 

Scope of delivery

—  Standard configuration: one ALab™ QPette+ of the selected adjustable volume range.

—  Additional items: specify separately in the quotation. The TDS lists the product specifications, not the standard packing list.
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Applications

A transparent manual adjustable pipette for routine pipetting with easy calibration and maintenance.

Confirm the volume range before ordering.
Revision Date: 10/16/2026

 

D I S C L A I M E R

ALab™ is a trademark of ACS Material, LLC. ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and  
represents the best and most current information available to us. ACS Material makes no representations or warranties, either express or 
implied, regarding the suitability of the equipment for any application or the accuracy of the information contained within this document.  
Specifications are typical and may vary; confirm product details and application suitability at the time of quotation. Accordingly, ACS 
Material will not be responsible for damages resulting from use of or reliance upon this information.


