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Corona Polarization Device ACP30000
Corona poling · 0–30 kV · 1 mA · 50 × 50 mm · electrode height 0–100 mm

ACP30000 — corona polarization device for polymer films.
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Product Description

ACP30000 is a corona polarization (corona poling) device for polarizing polymer films and similar materials: it generates 
a corona discharge that deposits charge on the material surface, modifying the surface properties.

The high-voltage supply spans 0–30 kV at 1 mA over a 50 × 50 mm electric field area, with the needle electrode height 
adjustable from 0 to 100 mm above the sample stage. The enclosed unit measures 200 × 220 × 235 mm at a net weight 
of 5 kg.
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Specifications

ACP30000 — Specifications

Model # ACP30000

SKU # EICP30KV

Electric Field Area 50 × 50 mm

High-Voltage Supply 0 ~ 30 kV

Current 1 mA

Electrode Height 0 ~ 100 mm

Dimensions 200 × 220 × 235 mm

Net Weight 5 kg
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Application Fields

—  Corona poling of polymer films

—  Surface-charge deposition

—  Surface-property modification

—  Custom TSD corona-poling test rigs
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Configuration

Basic configuration (per device): 1 × main unit (corona polarization device) and 1 × high-voltage power supply, plus  
connection cables and accessories. Options include custom high-voltage supplies; final applicability and configuration 
are confirmed at quotation.

The ACP30000 is supplied by quotation: request via the product page at www.acsmaterial.com; our engineers confirm 
the configuration for your films and reply with pricing and lead time.

Revision Date: 07/16/2026

D I S C L A I M E R

ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and represents the best and most current 
information available to us. ACS Material makes no representations or warranties, either express or implied, regarding the suitability 
of the product or equipment for any purpose or the accuracy of the information contained within this document. Accordingly, ACS  
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Material will not be responsible for damages resulting from use of or reliance upon this information. All specifications are subject to 
change without notice.
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