
T E C H N I C A L  D A T A  S H E E T

Filter Press AFP16
Two-stage pneumatic pressing · 0–1.6 MPa · 0–30 min · real-time filtrate weighing

AFP16 — lab filter press with two-stage pneumatic pressing.
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Product Description

AFP16 is a lab filter press designed for slurry-pressing simulation tests: a pneumatic cylinder reproduces plate-and-
frame filter pressing with precisely controlled parameters — multi-stage pressure settings and pressing duration — for a 
repeatable, standardized test environment.

Primary and secondary pressing stages each control 0–1.6 MPa over 0–30 min. An electronic balance under the 785 mL 
test cylinder (3 kg range, 0.01 g accuracy, data transfer) weighs the filtrate in real time, and the control software records 
the real-time total filtrate and filtrate–time curves. The tower measures 367 × 223 × 710 mm at 38 kg net.

S E C T I O N  I I

Specifications

AFP16 — Specifications

Model # AFP16

SKU # EIFP16

Dimensions 367 × 223 × 710 mm

Primary Pressing Pressure 0 ~ 1.6 MPa

Primary Pressing Time 0 ~ 30 min

Secondary Pressing Pressure 0 ~ 1.6 MPa

Secondary Pressing Time 0 ~ 30 min

Electronic Balance 3 kg range, 0.01 g accuracy, data transfer

Cylinder Volume 785 mL

Inner Diameter 100 mm

Height 100 mm

Control Software Real-time total filtrate; filtrate–time curves

Net Weight 38 kg
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Application Fields

—  Slurry-pressing / filtration simulation

—  Plate-and-frame filter-press simulation

—  Multi-stage pressure & duration protocols

—  Real-time filtrate measurement & logging

S E C T I O N  I V

Configuration

Basic configuration (per press): 1 × control software, 1 × main unit (filter press), 1 × pressure controller, 1 × electronic 
balance (model not fixed, specified per order), and 1 × air compressor (model not fixed, specified per order), plus  
connection cables and accessories. Final configuration is confirmed at quotation.
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The AFP16 is supplied by quotation: request via the product page at www.acsmaterial.com; our engineers confirm the 
configuration for your slurry and reply with pricing and lead time.

Revision Date: 07/16/2026

D I S C L A I M E R

ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and represents the best and most current 
information available to us. ACS Material makes no representations or warranties, either express or implied, regarding the suitability 
of the product or equipment for any purpose or the accuracy of the information contained within this document. Accordingly, ACS  
Material will not be responsible for damages resulting from use of or reliance upon this information. All specifications are subject to 
change without notice.
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