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ALab™ RE100-S LED Digital Rotary Evaporator
Manual + auxiliary lift · 50–3000 mL flasks · RT–180 °C bath usable on its own · 1200 cm² condenser
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Product Overview

The ALab™ RE100-S LED Digital Rotary Evaporator is a benchtop system for evaporation, distillation and separation of chemicals —  

digital LED controls display rotation speed, bath temperature and operating time; the brushless DC drive turns 50–3000 mL flasks at 

20–200 rpm; and the 5 L water/oil bath reaches 180 °C under PID control with ±1 °C accuracy in water. Its independent temperature 

control lets the heating bath be used on its own, and the manual lift combined with an auxiliary lift positions the glassware precisely.
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Core Advantages

—  Heating bath usable on its own — 5 L water/oil bath, 
independent temperature control

—  LED digital control + USB — LED readouts for speed, bath 
temperature and time; 1–999 s interval

—  Precise positioning — manual 110 mm + auxiliary 100 mm; 
adjustable immersion angle

—  Layered protection — 220 °C overheat, boil-dry shutoff, 
>50 °C warning
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Specifications

Technical data

Specifications

Evaporating Flask Volume 50–3000 mL

Motor Type Brushless DC motor

Speed Range 20–200 rpm, clockwise and counterclockwise

Display LED (speed, temperature, time)

Heating Temperature Range Room temperature to 180 °C · 5 L bath, water/oil switchable

Control Accuracy Water: ±1 °C · Oil: ±3 °C

Evaporation Capacity Max. 1.56 L/h (H₂O)

Condenser Cooling Surface 1200 cm² (1700 cm² available for selection)

Heating Power 1200 W

Lift Stroke Manual 110 mm + auxiliary 100 mm

Interval Time Setting Range 1–999 s

Dimensions [D×W×H] Main unit 440 × 320 × 450 mm · Heating bath 300 × 300 × 240 mm

Weight Main unit 7 kg · Heating bath 3 kg
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Specifications

Permissible Ambient 5–40 °C · 80% RH · Protection class IP20

USB Interface Yes

Voltage / Frequency 100–120 / 200–240 V, 50/60 Hz

Power 1245 W

All values summarize the manufacturer’s current documentation for the RE100-S.

What’s included (both glassware standards)

—  Main unit with manual + auxiliary lift —  Evaporating flask, 1000 mL

—  Heating bath, 5 L, water/oil —  Receiving flask, 1000 mL

—  Vertical condenser, 1200 cm² —  NS 29/32 (18202410) or NS 24/40 (18900476)
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Applications

Typical applications for the ALab™ RE100-S LED Digital Rotary Evaporator include:

—  Solvent removal & concentration — routine evaporation of reaction mixtures and extracts

—  Solvent recovery — reclaiming solvents under reduced pressure for reuse

—  Gentle drying of powders — interval rotation for drying processes

—  Distillation & purification — separation steps in chemical, pharma and natural-product labs

Product value: dependable everyday rotary evaporation, a 5 L heating bath that doubles as a standalone water/oil bath, and full  

compatibility with the RE100-Pro glassware range.
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D I S C L A I M E R

ALab™ is a trademark of ACS Material, LLC. ACS Material, LLC believes that the information in this Technical Data Sheet is accurate and  

represents the best and most current information available to us. ACS Material makes no representations or warranties, either express or 

implied, regarding the suitability of the equipment for any application or the accuracy of the information contained within this document.  

Specifications are typical and may vary; confirm product details and application suitability at the time of quotation. Accordingly, ACS Material 

will not be responsible for damages resulting from use of or reliance upon this information.
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