
 

T E C H N I C A L  D A T A  S H E E T

Ultra-High Temperature Heating Stage AH1500-RG / AH1400-RG-XY
InSitu Pro™ furnace & tunnel stages · RT to 1500 / 1400 °C · rotating window · X/Y sample travel

AH1500-RG — furnace-type (left) · AH1400-RG-XY — tunnel-type (right)
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S E C T I O N  I

Product Description

InSitu Pro™ AH1500-RG and AH1400-RG-XY are the ultra-high-temperature resistive-heating stages of the optical 
AH range, built for studying the temperature-dependent optical performance of samples up to 1500 °C (AH1500-
RG) or 1400 °C (AH1400-RG-XY). The heaters hold ±0.1 °C with three control modes (fixed-point, ramp, and multi-
segment programmable profiles), climbing at up to 150 °C·min⁻¹ with a controllable cooling rate on the way down.

The AH1500-RG carries a furnace-type stage — a ceramic φ8 × 2 mm circular groove on a transmission light path  
(φ5 mm light hole, φ10 × 1 mm bottom window) — with an off-center rotating glass viewing window that helps 
keep the field of view clear during testing. The AH1400-RG-XY runs a tunnel-type stage — a ceramic 20 × 4 × 20 mm 
through slot in reflection — with X/Y sample travel of ±6 mm / ±5 mm at 0.01 mm accuracy. Both use JGS2 quartz 
windows (220–2500 nm, manually removable) and an atmosphere chamber; the intended operating atmosphere 
and gas conditions are confirmed at quotation.

Both models belong to the InSitu Pro™ optical family and its controller ecosystem, serving the same microscopes 
and Raman systems. Host-computer software provides temperature setting and data acquisition, with LabVIEW 
VIs / C# SDK for customized programming; they are supplied by quotation, with configuration confirmed by our  
engineers for your optics.

S E C T I O N  I I

Specifications

InSitu Pro™ Ultra-High Temperature Heating Stage

Model # AH1500-RG AH1400-RG-XY

SKU # EIAH15RG EIAH14RY

Heating Method Resistive heating

Temperature Range RT ~ 1500 °C RT ~ 1400 °C

Temperature Stability ±0.1 °C

Temperature Control Rate Max heating 150 °C/min · cooling rate controllable

Sample Stage Ceramic · φ8 × 2 mm circular groove
Ceramic · 20 × 4 × 20 mm (W × H × D) 

through slot

Optical Path Transmission (φ5 mm light hole) Reflective

Top Window φ3 × 1.5 mm φ3 × 2 mm

Bottom Window φ10 × 1 mm —

Window Material JGS2 quartz glass (220–2500 nm), manually removable and replaceable

Window-to-Stage Distance 7.5 mm 11.6 mm

Chamber Height 4.3 mm 4 mm

Sample Movement —
X/Y ±6 mm / ±5 mm · positioning 

accuracy 0.01 mm

Chamber Atmosphere

Dimensions 165 × 78 × 32 mm 190 × 100 × 31.5 mm

Net Weight 1.1 kg
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Application Fields

—  Temperature-dependent optical-property 
studies

—  High-temperature optical microscopy

—  Raman & spectroscopic measurements —  Fluorescence & luminescence measurements

—  Materials science & ceramics research —  Semiconductor & optoelectronic research

—  Nanomaterials characterization —  Mineral & geological studies

S E C T I O N  I V

Configuration & Ordering

The AH1500-RG / AH1400-RG-XY run on their matched temperature controller, water-circulation system, and PC 
control software, plus connection cables, tubing and accessories. Options include adapter plates, custom water 
circulators, host PCs, and custom control software. Software provides temperature setting, program editing, and 
data acquisition on the same host-computer platform as the rest of the InSitu Pro™ optical family.

Both models are supplied by quotation: request via the product page or the InSitu Pro™ Stage Selector at 
www.acsmaterial.com. Our engineers confirm the configuration for your optics and reply with pricing and lead 
time.
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D I S C L A I M E R

ACS Material, LLC believes that the information in this document is accurate and represents the best and most current information  
available to us. ACS Material makes no representations or warranties, either express or implied, regarding the suitability of the  
material for any purpose or the accuracy of the information contained within this document. Accordingly, ACS Material will not be 
responsible for damages resulting from use of or reliance upon this information. All specifications are subject to change without  
notice.
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